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GENERAL

< SLOPED END SECTIONS SHALL BE

. THE EXPOSED EDGE CUT ON THE

. CONNEC TIONS

NGTE ALTERNATE 2:

THE MATERIAL USED IN FABRICATION OF SLOPED UND SECTION
SHALL CONFORM TO THE APPLICABLE REQUIREMENTS OF
AASHTO M 218 (GALVANIZED STEEL)

FORMED FROM FULL CIRCLE
PIPE, MAY BE iORMiD INTO PIPE ARCHE S, WHERD SPLCIFIED,
AND SHALL MEET AI REQUIREMENTS FOR CORRUGATION,
GAGE, AND OTHER FABRICATION RE_OUREM{L"NTS"

TOP SHALL BE COVERED WITH

A PROTECTIVE CAP OVERLAPPING THE TOP OF THE ARCH E%%Y

NOT LESS THAN %4INCH. THE 4 TO 10R & T0O | BEVEL SHALL

BE ENCASED WITH A PROTECTIVE CAP OVERLAPPING EACH SIDE

OF THE CUT BY NOT LESS THAN %INCH. THE PROTECTIVE CAP
15 T0 BE THE SAME MATERIAL AS THE PIFE AND MINIMUM

4 GAGE (079", PROTECTIVE CAPS SHALL BE WELDED WITH VLINCH
WELDS ALTERNATING FROM SIDE TO SIDE OFTHE CAP AT 12 INCH
INTERVALS., WELDS SHALL BE AT THE %?_'_Ni}.‘.\} OF ALL CAPS,
REGARDLESS OF SPAUNL—. REPAIR DAMAGED GALVANIZED COATINGS
IN ACCORDANCE WITH GDOT STANDARD SPECIFICATIONS SECTION 645,

OF GALVANIZED STEEL END TREATMENTS TO CORRUGATED
ALUMINUM OR ALUMINIZED STEEL PIPE MUST UTILIZED A POLYMER COATED
GALVANIZED STEEL BAND MEETING THE REQUIREMENTS OF AASHTO M 256

ADARTER <) FEVE 1 T RBE CONSTRUCTED OF

(ONFORMEN(} TO THE REQUIREMENTS OF AASHTO M
iz CACE (109" MATERIAL.

BOTTOM SAFETY BAR SHALL HAVE
5 WHEN MEASURED FROM THE BOTTOM OF
10 INSIDE CREST OF PIPE CORRUGATION.

84.

CALVANIZED STEERL
218, MINIMUM

A MAXIMUM CLEARANCE OF
THE INSTALLED BAR

SPECIAL NOTE:

WHERE THE LENGTH OF
TOF POINTS OF THE FND
WOULD BE LESS THAN 30 i"T., CONTINUED S.D. PIPE WITH
AN INTERMEDIATE INLET OR OTHER ALTERANTE MAY BE

HTCH OR THE DISTANCE BETWEEN

SPECIFIED INSTEAD.

SECTION ON SEPARATE INSTALLATIONS




